
CONFORMITIES/STANDARDS
EN 12941 

DESCRIPTION
• The Quantum Pro PAPR introduces the latest in elite
powered air purifying respirator. Next–gen user interface
displays real-time battery status, filter loading and usage
time in hours. Adjustable auditory and vibration feedback
in settings to accommodate different environments. 

Specifications/Technical Data

Airflow Rate Low
speed:

170+ lpm (5.8+cfm)

Airflow Rate
Standard Speed:

190+ lpm (6+cfm)

Airflow Rate
High Speed:

210+pm (7.4+cfm)

Standard Battery
Duration:

170+Ipm -10 hours, 190+Ipm - 8
hours; 210+lpm - 6 hours

Extended
Battery
Duration:

170+Ipm -15 hours; 190+Ipm -12
hours; 210+lpm - 9 hours

Standard Battery
Charge Time

1 Hour

Extended
Battery Charge
Time

2.5 Hours

Battery Life >: 550 Charge Cycles

Filter Alarms Filter efficiency:> 99.997% Alarms:
Visible, audible and vibration

Filter Particle filter (P3 Filter) Gas filter
(A1B1E1K1/A2/odor Filter)

Weight 1050g (Blower unit + fast-charging
standard battery)

COLOUR AVAILABILITY
   BLACK

SIZE AVAILABILITY
ONE SIZE - ONE SIZE 
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